
TM50
Large 34mm Diaphragm Condenser XLR Mic Kit

Output Impedance

Capsule 34mm double sides gold plated

Signal to Noise Ratio 82dB (Cardioid), 80dB (Figure 8), and
79dB (Omnidirectional)

TM50 is Large 9-position Multi-Pattern Tube Studio Condenser Microphone with 34mm Diaphragm and Power supply.
With rugged construction for durable performance, the microphone offers a wide dynamic range and handles high SPLs with ease. It
comes wth 34mm gold plated double sided condenser, and delivers premium audio performance for crystal clear audio capture - perfect
for Studio Recording, Home Recording, Podcasting, Broadcasting and Streaming. Let you get everything done at once, no need to worry
about buying accessories.

Product weight 350g

Unit packing size 390x310x140mm

Connector(into mic)

Sensitivity

Max SPL

Frequency Response

Material Engineered Metal Alloy

Cardioid/Figure 8/OmnidirectionalPolar Pattern

Technical data 

Packing data 

-34db +/- 2dB(0dB=1V/Pa at 1kHz)

140dB

20-18,000Hz

Studio Recording, Home Recording,
Podcasting, Broadcasting, Streaming

Power requirement 48V Phantom Power

100Ω±20% (at 1 kHz)
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Loading(20"/40"GP/40"HQ) 1120pcs/2320pcs/2640pcs

Unit packing weight 4932g

Qty/ctn 4pcs

Shipping carton size  63x43x37cm

G.W/ctn 21.5kgs

Product size 188x50x48mm

7-pin XLR

Application


